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1
ASEPTIC BLOW MOULDING MACHINE
WITH STERILE REMOVAL OF AIR

CROSS-REFERENCE TO RELATED
APPLICATION

This application claims the benefit of priority of German
Patent Application No. 10 2011 101 256.0, filed May 11,
2011, pursuant to 35 U.S.C. 119(a)-(d), the disclosure of
which is incorporated herein by reference.

TECHNICAL FIELD

The present disclosure relates to an apparatus for the shap-
ing of plastics material pre-forms into plastics material con-
tainers.

BACKGROUND

Apparatuses for the shaping of plastics material pre-forms
into plastics material container have long been known from
the prior art. In this case heated plastics material pre-forms
are usually shaped into plastics material containers by being
acted upon with compressed air in a plurality of blow moul-
ding stations.

In recent years aseptic blow moulding machines have also
become known in which the shaping procedure is carried out
inside a clean room. A machine of this type is known from
WO 2010 020529 A2. This machine has a clean room in
which the individual blow moulding stations are arranged. In
this case this clean room and articles present therein have to
be sterilized before the start of production. This sterilization
procedure also comprises in this case the entire blow mould-
ing station, i.e. the blow moulds, the transfer star wheels,
possible blowing nozzles and the like.

In this case it is also known from the internal prior art of the
Applicants that the blow moulds can have small openings in
their inner wall in order to be able to remove a gaseous
medium, such as for example displaced air, during the blow
moulding procedure. The sterilization of these openings,
however, represents a considerable problem. In addition, a
contamination of the blow moulds can be caused by these
openings in the prior art.

In the design of an aseptic blow moulding machine the
sterilization of the clean room and the parts present therein is
crucial. Only by reliable sterilization can a germ-free atmo-
sphere be achieved, which is important for the aseptic treat-
ment of containers and the filling of beverages.

Therefore it may be desirable to provide an improved pos-
sibility of maintaining the sterility in a clean room of'this type
or in a blow moulding machine of this type respectively.

SUMMARY

According to various aspects of the disclosure, an appara-
tus for the shaping of plastics material pre-forms into plastics
material containers has at least one blow mould with at least
two blow mould parts capable of being moved with respect to
each other. These blow mould parts in this case form a cavity
inside which the plastics material pre-forms are capable of
being shaped into the plastics material containers. In addition,
the apparatus has a stressing apparatus which acts upon the
plastics material pre-forms with a flowable medium for their
expansion as well as a conveying device which conveys the
blow mould along a pre-set conveying path. In addition, the
apparatus has a clean room, inside which the blow mould is
capable of being conveyed during the expansion of the plas-
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tics material pre-forms, this clean room being demarcated
from a non-sterile environment by means of at least one wall.
In this case an inner wall of the blow mould facing the plastics
material pre-forms has at least one opening through which a
flowable medium is capable of being removed out of the
cavity during the expansion procedure.

According to the disclosure a flow connection is provided
between this opening and the clean room and this flow con-
nection is sealed off from the non-sterile environment of the
clean room.

It is therefore proposed that during the expansion proce-
dure a gaseous medium should be removed by way of the
aforesaid openings inside the blow mould exclusively into the
clean room and not into the non-sterile environment. In this
way, a re-contamination of the clean room by the non-sterile
environment can be prevented the other way round.

In an exemplary embodiment the apparatus has a plurality
of blow moulds or blow moulding stations. Expressed more
precisely, a plurality of blow moulding stations can be pro-
vided which can have in each case blow mould carriers and
blow moulds arranged on these blow mould carriers. It may
be advantageous for the conveying device to be a blowing
wheel on which a plurality of blow moulding stations are
arranged. In an exemplary embodiment the clean room or
sterile room is designed in the form of a duct around the
conveying path of the individual blow moulding stations.

In this case it is possible for the individual carriers with the
blow moulds arranged thereon to be capable of being folded
apart in order to be able to receive the plastics material pre-
forms in an opened state.

It may be advantageous for a plurality of the openings
mentioned above to be arranged in the inner wall of the blow
moulds in order to be able to uniformly receive at the same
time the air displaced during the expansion procedure by the
bottle produced. In an exemplary embodiment the clean room
is also formed at least in part by the conveying device itself.

In an exemplary embodiment the apparatus has a supply
line in order to supply a flowable sterilization agent to the
blow mould, in which case a flow connection is present at
least for a time between the supply line and the aforesaid
opening. The blow moulds can also be sterilized by way of
this supply line. The sterilization agent is in particular H,O,,
but it would also be possible for peracetic acid or other ster-
ilization agents for example to be used. In this case it is
possible for this sterilization agent to arrive in the cavity by
way of the aforesaid bores.

It may be advantageous for the aforesaid connection
between a reservoir for the sterilization agent and the com-
ponents to be sterilized to be formed for a time for the purpose
of sterilization. This can be carried out in different ways. In
this way, it would be possible for example for a stressing
device, such as a blow moulding piston or a blowing nozzle to
be used for the introduction of the sterilization agent. In this
case the blowing nozzle itself can also be sterilized. In addi-
tion, it would also be possible for a sterilization gas to escape
from the blowing nozzle into the isolator or the clean room
and to sterilize it. In order to sterilize places which are diffi-
cult to reach, such as for example the above-mentioned open-
ings or aeration bores in the blow moulds, it would also be
possible for the blowing nozzle to be positioned on the blow
moulds and for the sterilization agent to be blown directly into
the blow moulds.

In an exemplary embodiment the apparatus thus has a
storage device for storing the flowable sterilization agent, and
this storage device is connected at least for a time in terms of
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flow to the opening (of the blow mould) mentioned above. In
this way, the sterilization agent can escape by way of the
opening into the blow mould.

In an exemplary embodiment the flow connection extends
at least locally over the stressing device. In this way it is
possible for the sterilization agent to be supplied to the blow
mould starting from the stressing device such as a blowing
nozzle. This is explained in greater detail with reference to the
figures.

In an exemplary embodiment the apparatus has a by-pass
element which is movable with respect to the blow mould and
which conveys the sterilization agent to the opening in a
sterilization operation. In this way it is possible for an addi-
tional element, such as for example a so-called SIP cap, to be
used for the improved sterilization of the aerating bores pos-
sibly present in the blow moulds. In this case this component
can be inserted between the blow mould or the blow mould
parts and the blowing nozzle. After that it is possible for the
stressing device or the blowing nozzle to move downwards
and to blow the sterilization agent into the aforesaid SIP cap.
On account of the special design the SIP cap can then convey
the sterilization agent—introduced through the blowing
nozzle—directly into the aerating bores of the blow moulds.
This results in a thorough rinsing of the bores with steriliza-
tion agent and thus a satisfactory sterilization. Other designs
of the SIP cap, however, are also possible.

In addition, it would also be possible for the aforesaid SIP
cap or CIP cap to be omitted. If for example the stressing
device or the blowing nozzle blows the sterilization agent
directly into the blow moulds, a major part of the sterilization
agent will escape by way of a mould gap (the size of which is
usually in the region of 2/10 mm) between the two mould
halves, instead of choosing the path through the aerating
bores. This problem can be solved by an apparatus which
makes it possible for the mould gap to be reduced as much as
possible during the sterilization and after that to be brought to
the required dimension of approximately 0.2 mm again for
the production. This distance of approximately 0.2 mm may
be advantageous so that the air between the container and the
blow mould can escape out of the mould during the expansion
of the containers.

In addition, it would also be possible for the sterilization
agent to be conveyed by way of a component intended spe-
cifically for this purpose, such as for example a so-called SIP
piston. This can be made movable and for sterilization pur-
poses it can dock onto the component to be sterilized. This can
then likewise be the blow moulds. The actual sterilization can
then take place in a manner similar to that described above.

In an exemplary embodiment the blow mould has at least
one duct for conveying the flowable medium and/or the ster-
ilization agent, this duct being connected in terms of flow to
the opening and the duct extending in a longitudinal direction
of'the blow mould. In this case it may be advantageous for this
duct to be formed in an inner wall of the blow mould. It may
be particularly preferred for the aforesaid duct to be formed
completely in the aforesaid inner wall. In addition, it is also
possible for this duct to be connected in terms of flow to the
clean room.

The present disclosure further relates to a blow mould for
shaping plastics material pre-forms into plastics material con-
tainers. This blow mould has at least one first blow mould part
and one second blow mould part, these two blow mould parts
being movable with respect to each other and the blow mould
parts forming a cavity inside which the plastics material pre-
forms are capable of being expanded to form the plastics
material containers by being acted upon with a gaseous
medium. In addition, the blow mould or the blow mould parts
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has or have at least one opening in a wall of the blow mould
facing the plastics material pre-forms in order to remove a
gaseous medium during the expansion procedure and/or to
supply a flowable sterilization agent to the blow mould during
the sterilization procedure. It may be advantageous for this
opening to be connected in terms of flow to a duct extending
inside a wall in the blow mould or the blow mould parts and
for this duct to extend at least at a distance in a longitudinal
direction of the blow mould.

With respect to the blow mould it would thus also be
suggested that it should have in the interior thereof a duct
which can be used in particular for the removal of air from the
closed blow mould, optionally however, also for the supply of
a sterilization agent.

Although the aforesaid openings in the inner wall of the
blow moulds are known in the prior art, the ducts attached to
this opening usually extend in the radial direction, and this is
simpler on manufacturing grounds than the procedure pro-
posed here. With the procedure proposed here it is also pos-
sible, however, for the gaseous medium, i.e. in particular the
blowing air, to be conveyed in the longitudinal direction of the
container into the clean room.

In an exemplary embodiment the duct extending inside the
wall is connected in terms of flow to the opening. This con-
necting duct can also extend in this case in a radial direction
of the blow mould.

It may be advantageous for the aforesaid channel to be
connected in terms of flow to a plurality of the openings
specified above. In this case these openings can be arranged
for example one above the other in the longitudinal direction
of'the blow mould. In addition, it would also be possible for a
plurality of the specified ducts to be formed inside the wall of
the blow mould or the blow mould parts.

The present disclosure further relates to a method of shap-
ing plastics material pre-forms into plastics material contain-
ers, the plastics material pre-forms being shaped in a plurality
of’blow moulding stations or blow moulds to form the plastics
material containers and the blow moulds being conveyed
along a pre-set conveying path inside a clean room by means
of'a conveying device at least in part during their expansion,
agaseous medium being removed at least for a time during the
expansion procedure by way of an opening arranged in a wall
of the blow mould towards the plastics material pre-forms
and/or a flowable medium being supplied at least for a time
during a sterilization procedure to the blow mould by way of
the opening towards the plastics material pre-forms.

According to the disclosure, starting from the opening, the
gaseous medium passes exclusively into the clean room.

It is thus also proposed in terms of the method that the
gaseous medium, such as for example the blowing air or air
present inside the clean room, which is removed by way of the
openings, does not pass in this case into the environment,
however, but only into the clean room. In this way, it is also
made easier in terms of the method for the individual blow
moulding stations and also the interior of the clean room to be
kept sterile.

Further advantages and embodiments are apparent from
the appended drawings.

BRIEF DESCRIPTION OF THE DRAWINGS

In the figures:

FIG. 1 is a diagrammatic illustration of a plant for produc-
ing plastics material containers;

FIG. 2 is a view of a clean room in the region of a blow
moulding station;
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FIG. 3 is an illustration of a blow mould according to
various aspects of the disclosure which is arranged on a
carrier;

FIG. 4 is an illustration of a blow mould arranged in a blow
mould carrier;

FIG. 5is anillustration of an opened blow moulding station
with a view of the blow mould;

FIG. 6 is an illustration to explain the course of a steriliza-
tion agent; and

FIG. 7 is a detailed illustration of a blow mould.

DETAILED DESCRIPTION

FIG. 1 is a diagrammatic illustration of a plant for produc-
ing plastics material containers according to the prior art. This
plant 50 has a heating device 30 in which plastics material
pre-forms 10 are heated. In this case these plastics material
pre-forms 10 are conveyed through this heating device 30 by
means of a conveying device 34, such as a circulating chain
here, and are heated in this case by a plurality of heating
elements 31. This heating device 30 has attached to it a
transfer unit 36 which transfers the pre-forms 10 to a steril-
ization device 32. This sterilization device 32 likewise has in
this case a conveying wheel 37 and sterilization elements can
be arranged on this conveying wheel 37 or in a stationary
manner. Sterilization by hydrogen peroxide gas or by elec-
tromagnetic radiation is possible for example in this region.
In particular, an internal sterilization of the pre-forms is car-
ried out in this region.

The reference number 20 designates in its entirety a clean
room, the external boundaries of which are indicated here by
the dotted line L. In an exemplary embodiment the clean room
20 is not only arranged in the region of the conveying wheel
2 and the filling device 40, but it usually starts if possible in
the region of the heating device 30, the sterilization device 32,
the supply of the plastics material pre-forms and/or the pro-
duction of the plastics material pre-forms. It is evident that
this clean room 20 starts in the region of the sterilization unit
32. Separating-out devices can be provided in this region in
order to introduce the plastics material pre-forms into the
clean room 20 without too much gas flowing inside the clean
room in this case and thus being lost.

Asindicated by the broken line L, the clean room is adapted
to the external shape of the individual components of the unit.
In this way the volume of the clean room can be reduced.

The reference number 1 designates a shaping apparatus as
a whole, in which a plurality of blow moulding stations or
shaping stations 8 are arranged on a conveying wheel 2, only
one of these blow moulding stations 8 being shown here. The
plastics material pre-forms 10 are expanded by these blow
moulding stations 8 to form containers 10a. Although it is not
shown in detail here, the entire area of the conveying device 2
is not situated inside the clean room 20, but the clean room 20
or isolator is designed as it were in the form of a mini isolator
inside the apparatus as a whole. In this way it would be
possible for the clean room to be designed in the form of a
duct at least in the region of the shaping apparatus 1.

The reference number 22 relates to a supply device which
transfers the pre-forms to the shaping device 1, and the ref-
erence number 24 relates to a removal device which removes
the plastics material containers 20 produced from the shaping
apparatus 1. It will be seen that in the region of the supply
device 22 and the removal device 24 the clean room 20 has
recesses in each case which receive these devices 22, 24. In
this way, a transfer of the plastics material pre-forms 10 to the
shaping apparatus 1 or a transfer of the plastics material
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containers 10a from the shaping apparatus 1 may be carried
out in a particularly advantageous manner.

The expanded plastics material containers are transferred
to a filling device 40 by a transfer unit 42 and they are then
removed from this filling device 40 by way of a further con-
veying unit 44. In this case the filling device 40 is also situated
inside the aforesaid clean room 20. In the case of the filling
device it would also be possible for the entire filling device 40
with for example a reservoir for a beverage not to be arranged
completely inside the clean room 20, but also in this case only
those areas in which the containers are actually guided. In this
respect, it would also be possible for the filling device to be
designed in a similar manner to the apparatus 1 for shaping
plastics material pre-forms 10.

As mentioned, the clean room 20 is reduced in the region of
the apparatus 1 to as small an area as possible, namely essen-
tially to the blow moulding stations 8 themselves. As a result
of'this compact design of the clean room 20 it is possible in an
easier and more rapid manner to produce a clean room gen-
erally and, in addition, a lower outlay is required in order to
keep the system sterile in the operative phase. Less sterile air
is also necessary, and this leads to smaller filter units and the
risk of uncontrolled swirl formation is also reduced.

FIG. 2 is a detailed illustration of the apparatus 1 according
to the prior art in the region of a blow moulding station 8. A
plurality of blow moulding stations 8 of this type is moved by
a conveying device 2 or a carrier so as to rotate about an axis
X. As is evident from FIG. 2, the blow moulding station 8 is
guided inside the clean room 20 which is designed in the form
of'a duct here. This clean room 20 is closed off by a movable
lateral wall 19 and a cover 17 formed in one piece with this
lateral wall 19. In this case this lateral wall 19 and the cover 17
rotate jointly with the blow moulding station 8.

The reference number 18 relates to a further wall which
bounds the clean room 20. This wall 18 is here a wall which
is situated on the outside and which is arranged in a stationary
manner. The cover 17 and the wall 18 have provided between
them a sealing device 25 which seals off from each other the
elements 17 and 18 movable with respect to each other, for
example, as mentioned above, by using a surge chamber. The
lower region of the wall 18 is arranged on a floor 13 in a fixed
and sealed manner. A carrier 26, which likewise moves in a
rotating manner and on which a holding device 23 which
holds the blow moulding station 8 is in turn provided, is
provided inside the clean room 20 and in this case abutting
directly against the wall 19.

The reference number 11 relates to a follower device which
can be actuated by a guide cam 9 in orderto open and close the
blow moulding station on its path through the clean room 20,
in order in particular to introduce the plastics material pre-
form into the blow moulding station and also to remove it
therefrom. In this case a guide cam 9 is also arranged inside
the clean room 20. It would also be possible, however, for a
portion 11 below the individual blow moulding stations 8 to
be brought out of the clean room 20.

The conveying device 2 can have still further elements
which are arranged above the clean room 20.

In this case the carrier 26 is arranged in a fixed manner on
a holding body 29 and this holding body in turn is movable
with respect to the floor 13. In this case the reference number
27 relates to a further sealing device which in this area too
seals off the regions 13 and 29 which are movable with
respect to each other.

The reference number 5 relates to a stretch bar which is
movable with respect to the blow moulding station in order to
stretch the plastics material pre-forms 10 in their longitudinal
direction. In this case a slide 12 opposite which the stretch bar
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is movable in the directionY is arranged on the cover 17. The
reference number 21 relates to a further holding means for
this slide 12 of the stretch bar 5.

It is evident that specific regions of the stretch bar are both
outside the clean room 20 and inside the clean room 20 during
the blow moulding procedure. For this purpose it is possible
for a protective device such as a folding bellows 14 to be
provided outside the clean room 20 or above the slide 12, the
folding bellows 14 surrounding the stretch bar 5 so that no
region of the stretch bar 5 comes directly into contact with the
outer environment. The reference letter U designates the
(non-sterile) environment of the clean room 20. The reference
number 28 designates a carrier for carrying a floor mould
which likewise forms a component of the blow mould. This
carrier is likewise movable in the directionY in this case.

The reference number 55 relates to a sterilization device
which in this case may be preferably arranged in the interior
of the clean room 20 and is used for the sterilization of the
individual blow moulding stations or components of these
blow moulding stations 8. This sterilization device 55 can act
in this case upon the blow moulding stations 8 for example
with hydrogen peroxide or another sterilization agent. In this
case the sterilization device 55 can be arranged so as to be
stationary and the shaping stations can move with respect to
this sterilization device 55. This sterilization device or stress-
ing device 55 can be situated on the conveying wheel 2 or on
the vertical wall 18 or can be arranged so as to be generally
stationary and can consist of nozzles or the like. In addition,
it may be advantageous for sterile air to be introduced into the
clean room 20 in order to sterilize the clean room 20 by way
of the aeration system.

The blow moulds (not shown) are arranged inside the blow
mould carrier 6. More precisely, two blow mould carrier parts
can be provided in this case which are pivotable with respect
to each other and which hold one blow mould part in each
case. The blow moulds can be opened by this pivoting proce-
dure for the introduction of plastics material pre-forms and
for the removal of finished, blow-moulded containers. These
blow mould carriers and blow moulds are likewise arranged
inside the clean room in this case.

It may also, however, be possible and preferred (other than
as shown in FIG. 2) for the conveying device 2 or the carrier
to have a C-shaped external periphery which also forms the
outer walls of the clean room in part. In this way, this
C-shaped clean room wall rotates with the conveying device
2, i.e. the blowing wheel. In this embodiment the lower
boundary ofthe clean room is arranged at a distance from the
floor 13 and moves relative to the floor. In this way, the clean
room can be made even smaller than as shown in FIG. 2. In
this case it may be preferable for this C-shaped profile of the
conveying device, which forms both an inner wall and a lower
and upper cover of the clean room here, to be sealed off only
with respect to the outer wall of the clean room. This outer
wall may be preferably arranged in a stationary manner in this
case.

FIG. 3 is an illustration of a blow moulding station 8
arranged on a carrier 2. This carrier has in this case three wall
regions 82, 84, 86 which also at the same time form the
rotating parts of a boundary of the clean room 20. These
movable parts 82, 84, 86 can be sealed off from a movable
(outer) wall by means of a sealing device, such as for example
a surge chamber.

The reference number 56 designates a valve block which in
this case is arranged above the wall 82 and the reference
number 58 designates a blowing nozzle which can be set on
the plastics material pre-form in order to expand it. The blow
moulding station additionally has a blow mould carrier on
which a blow mould part (only one blow mould part 4a shown
here) is arranged. These blow mould carriers can be pivoted
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towards each other with the aid of a pivot shaft 65 in order to
open and close the blow moulds in this way.

FIG. 4 is an illustration of a blow mould 4, more precisely
two blow mould parts 4a, 4b which are arranged in each case
on blow mould carrier parts 6a, 65. These blow mould carrier
parts can be pivoted in this case by means of a pivot shaft in
order to open or close the blow mould 4 in this way. In this
case it is possible for the blow mould parts 4a, 4b not to be
arranged directly on the blow mould carrier parts 6a, 65, but
for the blow mould carrier parts 6a, 65 to have arranged on
them carrier shells on which in turn the blow mould parts 4a,
4b are fastened. In addition, it would be possible for the
pressure media to be provided which can reduce a gap
between the blow mould parts 4a, 4b specially for a steriliza-
tion procedure. The reference number 4 designates the blow
mould in its entirety.

FIG. 5 is a sectional illustration of a blow moulding station
according to the disclosure. In this case too a blow mould or
a blow mould part 4a is again evident, which is arranged in a
blow mould carrier 6a. The reference number 60 designates a
bore which is arranged in the blow mould part 4a in order to
remove air during the expansion procedure. The reference
number 67 designates a base part which closes the blow
mould from the bottom. Aeration ducts 69 can also be pro-
vided in this base part. These aeration ducts 69 are also
connected in terms of flow to the clean room 20 which sur-
rounds the blow mould.

An additional element, such as in this case a so-called SIP
cap 70, can be provided in the blow moulds for the improved
sterilization of the aforesaid aeration bores. On account of its
shape which covers the ducts 72, 74 and 76 here, the steril-
ization agent can be supplied to the blow moulds. In this way
it is possible for a sterilization agent to be supplied directly to
the blow mould by way of the blowing nozzle 58 and the ducts
72,74 and 76, or, expressed more precisely, a duct system 62,
64, and for the sterilization agent to issue from there by way
of'the bores 60 into the interior of the blow mould. In this way,
on account of'its special shape this SIP cap 70 can convey the
sterilization agent introduced through the blowing nozzle
directly into the aeration bores of the blow moulds.

It would be further possible for sealing devices such as
O-rings to be provided which additionally seal off the transi-
tions, for example between the duct 76 and the duct 62 of the
blow mould 4. In this way, a satisfactory rinsing of the bores
with sterilization agent and thus a satisfactory sterilization are
made possible. Designs would also be possible, however, in
which the aforesaid SIP or CIP cap can be omitted. If the
blowing nozzle blows directly into the interior of the blow
moulds 4a, 45, a considerable part of the sterilization agents
will escape by way of a gap between the two mould halves
instead of choosing the path through the aeration bores. As
mentioned above, a remedy can be provided by the mould gap
being reduced for the sterilization.

Furthermore it would also be possible for the sterilization
agent to be introduced by a component provided specifically
for this purpose (for example a so-called CIP piston) being
introduced. This can be made movable and for sterilization
purposes can dock onto the component to be sterilized. The
component to be sterilized can be for example the blow
moulds. The actual sterilization can then take place in a simi-
lar manner, as described above. It may be preferable, how-
ever, for the flow connection for sterilizing the clean room and
also the objects and components to be produced by the blow
moulding piston or the blowing nozzle.

In a further embodiment it would also be possible for use to
be made of blowing valves present for the introduction of the
sterilization agent. In this case it may be possible in a particu-
larly preferred manner for valves used for the introduction of
the sterilization agent to remain opened during the steriliza-
tion procedure. It would also be possible, however, for valves
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used for the introduction of the sterilization agent to be
switched during the sterilization procedure, i.e. from an
opened to a closed state and/or vice versa.

FIG. 6 is a further illustration of a blow mould according to
the disclosure, in which case a sterilization path S for the
sterilization agent is also evident. It will be seen that the
sterilization agent is conveyed into the blow mould through a
duct 62 extending vertically and is finally discharged by way
of the opening 60. In this case it is possible for the duct 72
shown in FIG. 4 to be made continuous and, in this way,
introduction into a plurality of ducts 62 is possible. In usual
working operation the SIP cap 70 is not connected to the blow
moulds and, in this way, during the expansion procedure the
blowing air can escape upwards into the clean room surround-
ing the blow moulding station. The reference number 66
designates the clean room (illustrated only in part here)
formed by the blow mould.

FIG. 7 is a detailed illustration of a blow mould according
to the disclosure. It is evident that this blow mould has a duct
62 which forms a flow connection between the opening 60
and the clean room 20. This duct 62 extends in this case in the
vertical direction or the longitudinal direction Lr of the blow
mould 4. Beside it a connecting duct 64, which connects the
opening 60 to the duct 62, is provided. It may be advantageous
for the duct 62 to have a larger flow cross-section than the
connecting duct 64. In addition, the duct 62 can receive a
plurality of connecting ducts 64 of this type which can be
arranged one above the other for example. In this case it
would be possible for the duct 62 to extend continuously
along substantially the entire length of the blow mould 4, but
it would also be possible for two ducts 62 to be provided, one
of'which is opened at the top and one of which is opened at the
bottom. The reference number 63 designates an inner wall of
the blow mould.

It will be apparent to those skilled in the art that various
modifications and variations can be made to the aseptic blow
moulding machine of the present disclosure without depart-
ing from the scope of the invention. Throughout the disclo-
sure, use of the terms “a,” “an,” and “the” may include one or
more of the elements to which they refer. Other embodiments
of the invention will be apparent to those skilled in the art
from consideration of the specification and practice of the
invention disclosed herein. It is intended that the specification
and examples be considered as exemplary only.

What is claimed is:

1. An apparatus for the shaping of plastics material pre-
forms into plastics material containers, the apparatus com-
prising:

at least one blow mould with at least two blow mould parts
capable of being moved with respect to each other, the
blow mould forming a cavity inside which the plastics
material pre-forms are capable of being shaped into the
plastics material containers, an inner wall of the blow
mould facing the plastics material pre-form having an
opening through which a first flowable medium is
capable of being removed out of the cavity during the
expansion procedure;

a stressing device which acts upon the plastics material
preforms with a second flowable medium for their
expansion;

a conveying device which conveys the blow mould along a
preset conveying path;

a clean room, inside which the blow mould is capable of
being conveyed during the expansion of the plastics
material pre-forms; and
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aflow connection between the opening and the clean room,
said flow connection being sealed off from a non-sterile
environment of the clean room.

2. An apparatus according to claim 1, further including a
supply line configured to supply a flowable sterilization agent
to the blow mould, a flow connection being present at least for
a time between the supply line and the opening.

3. An apparatus according to claim 2, further including a
storage device for storing the flowable sterilization agent, said
storage device being connected in terms of flow at least for a
time to the opening.

4. An apparatus according to claim 2, wherein the flow
connection extends at least locally over the stressing device.

5. An apparatus according to claim 1, further comprising a
by-pass element, which is movable with respect to the blow
mould.

6. An apparatus according to claim 1, wherein the blow
mould includes at least one duct for conveying at least one of
the first flowable medium, the second flowable medium, and
the sterilization agent, said duct being connected in terms of
flow to the opening and extending in a longitudinal direction
of the blow mould.

7. A blow mould for shaping plastics material pre-forms
into plastics material containers, the blow mould comprising:

at least one first blow mould part and one second blow

mould part, the two blow mould parts being movable
with respect to each other, and the blow mould parts
forming a cavity inside which the plastics material pre-
forms are capable of being expanded to form the plastics
material containers by being acted upon with a gaseous
medium; and

at least one opening in a wall of the blow mould facing the

plastics material pre-forms through which a gaseous
medium is removed during an expansion procedure, and
through which a flowable sterilization agent is supplied
to the blow mould during a sterilization procedure, the
opening being connected in terms of flow to a duct
extending inside a wall in the blow mould, said duct
extending in a longitudinal direction of the blow mould.

8. A blow mould according to claim 7, wherein the duct
extending inside the wall is connected in terms of flow to the
opening by way of a connecting duct.

9. An apparatus according to claim 1, wherein the at least
one blow mould shapes the plastics material pre-forms to
form the plastics material containers, and wherein the con-
veying device conveys the at least one blow mould along a
pre-set conveying path inside a clean room at least partially
during expansion of the plastics material pre-forms, wherein
a medium is removed through the opening at least partially
during expansion of the plastics material pre-forms, and
wherein a flowable sterilization medium is supplied through
the opening during sterilization of the at least one blow
mould, and wherein, starting from the opening, the medium
passes exclusively into the clean room.

10. The apparatus of claim 9, wherein the medium is a
gaseous medium.

11. The apparatus of claim 1, wherein the at least two blow
mould parts comprise a first set of blow mould parts and a
second set of blow mould carrier parts, wherein the first set of
blow mould parts are not arranged directly on the second set
of blow mould carrier parts, and wherein carrier shells are
arranged on the second set of blow mould carrier parts on to
which the the first set of blow mould parts are fastened.
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